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MEDIUM DUTY PAVEMENT
TWO-WAY TRAFFIC

RIGID

T~

€

‘ SHOULDER

i TYPE A

‘ ’

| 14 WIDTH VARIES
‘ ’

\ 12’ 2

; LONGITUDINAL
| JOINT

| EDGE OF TRAVELED WAY TIE BAR

!

|

12" NON-RE INFORCED PORTLAND CEMENT
CONCRETE PAVEMENT WITH 15’ JOINTS |

4" TYPE 5 BASE %
PAVEMENT SLOPE —

]

|
‘ PIPE-AGGREGATE
1 PAVEMENT UNDERDRAIN

— 1

]

A\

2% SLOPE
T

SEE FIGURE 4-04.1

SPLASH PAD

NOTES:

LONGITUDINAL PAVEMENT UNDERDRAINS, CONSISTING OF GEOTEXTILE
FABRIC. DRAINAGE AGGREGATE., 4 INCH PERFORATED PIPE, OUTLET
PIPES, SPLASH PADS., AND TRENCHING SHALL BE OMITTED ON THE
HIGH SIDE OF SUPERELEVATED HORIZONTAL CURVES.

SEE STANDARD PLAN 605.10 FOR PIPE-AGGREGATE PAVEMENT
UNDERDRAIN DETAILS AND OUTLET PIPE SPACING.

SOIL

FLEXIBLE
¢
S0 | SHOUL DER
ST 147 TYPE A
=l |
B 12/ WIDTH VARIES
S
5l LONGITUD INAL
Z|~ EDGE OF TRAVELED WAY o JOINT
ml <
v 13" SP125 MIX 134 gp1s5
UZAA—L47 \\\\\ \\\\\\\ 4
ol
i | VARTIABLE THICKNESS SP250C MIX
N -
— 47 TYPE 5 BASE %
\ PAVEMENT SLOPE——» —
\
\

PIPE-AGGREGATE AAQ////////

PAVEMENT UNDERDRAIN

% ALTERNATE 18" ROCK BASE AS AVAILABLE ON JOB.

4’ DITCH DEPTH REQUIRED. SEE FIGURES 6-03.9
AND 6-03.10.
¥k TOP 42" PG XX—XX (SEE TABLE 6-07.1). REMAINING

THICKNESS PG 64-22.

SEE FIGURE 4-04.1

SPLASH PAD
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MEDIUM DUTY PAVEMENT
TWO-WAY TRAFFIC

RIGID
¢
‘ SHOULDER
i TYPE A
|
‘ 4.2 m WIDTH VARIES
|
| 3.6 m 0.6
| m LONGITUD INAL
‘ JOINT
| EDGE OF TRAVELED WAY TIE BAR

T~

!
‘BOO mm NON-REINFORCED PORTLAND CEMENT
CONCRETE PAVEMENT WITH 4.5 m JOINTS |

100 mm TYPE 5 BASE %
PAVEMENT SLOPE —

— 1

]

|
‘ PIPE-AGGREGATE
1 PAVEMENT UNDERDRAIN

2% SLOPE
T T N

SEE FIGURE M4-04.1

SPLASH PAD

NOTES:

LONGITUDINAL PAVEMENT UNDERDRAINS, CONSISTING OF GEOTEXTILE
FABRIC. DRAINAGE AGGREGATE., 100 mm PERFORATED PIPE, OUTLET
PIPES, SPLASH PADS., AND TRENCHING SHALL BE OMITTED ON THE
HIGH SIDE OF SUPERELEVATED HORIZONTAL CURVES.

SEE STANDARD PLAN Me605.10 FOR PIPE-AGGREGATE PAVEMENT
UNDERDRAIN DETAILS AND OUTLET PIPE SPACING

PAVEMENT SLOPE—

A\

L7
PIPE-AGGREGATE
PAVEMENT UNDERDRAIN

FLEXIBLE
¢
| ‘ SHOULDER
W
S TYPE A
o 4.2 m
3 T
? | e m WIDTH VARIES
S LONGITUD INAL
5 EDGE OF TRAVELED WAY 0.6 JOINT
3 |
| 45 mm SP125 MIX " 45 mm - SP125
I N \\
ol
¥ | VARIABLE THICKNESS SP250C MIX
-
- T00 mm TYPE 5 BASE %
|
|

% ALTERNATE 45 mm ROCK BASE AS AVAILABLE ON JOB-.
1.2 m DITCH DEPTH REQUIRED. SEE FIGURES 6-03.9
AND 6-03.10.

*K TOP 120 mm PG XX—XX
THICKNESS PG 64-22.

(SEE TABLE 6-07.1). REMAINING

SOIL

o EE==smImss :

SEE FIGURE M4-04.1

SPLASH PAD
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